
• Stay seamlessly connected with multiple 
high data plan options

• Never worry about expensive overages

• Reliability you can count on, grab and go!

Experience the Ultimate in Speed 
and Flexibility with Solis 5G Mobile 
Wi-Fi Hotspot!

• Lightning-fast 5G & 4G LTE data

• Secure connectivity, always

• Partnerships with major carriers

• No SIM card needed

Power bank,
be your own
charging station

Flexible, affordable, 
data plans.

Coverage from
all major US
carriers

Battery lasts up 
to 24 hours

Dual-band Wi-Fi
6 connects up to
16 devices

Works in 135+
contries — no
SIM required

Switch to the strongest 
available network
anytime with signal 
scan

This device is enabled with SIMO’s Virtual SIM 
technology, providing fast, uninterrupted Internet 
access anywhere, anytime. No SIMs required.
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• Dimensions: 5.5 in x 3.3 in x .70 in, Weight 245g
(138 x 83 x 17.1 mm, Weight: 245 g)

• Touch Display: 2.4", 240 x 320 pixels, 166 DPI

• WiFi: WiFi 6 (802.11 a/b/g/n/ac/ax) with 2x2 MIMO, dual bands (2.4 GHz & 5 GHz)

• WiFi Connections: Up to 16 devices simultaneously

• SIM: Nano SIM & vSIM

• Cellular Networks: 5G NR, FDD-LTE, TDD-LTE

• 5G NR Bands: n1, n2, n3, n5, n7, n8, n38, n41, n66, n71, n77, n78

• LTE Bands: 1, 2, 3, 4, 5, 7, 8, 12, 13, 14, 17, 25, 26, 29, 30, 38, 41, 42, 48, 66, 71

• Battery: Built-in rechargeable lithium-ion battery, 6500 mAH, 24+ hours in normal usage

• Battery Life:

• 5G NR Standby time: up to 550 hours (Hotspot off)

• 4G LTE Standby time: up to 700 hours (Hotspot off)

• 4G LTE/5G NR Standby time: up to 48 hrs (Hotspot always on and not enter power saving
mode)

• Video playback at 1080P with 1 connected device: up to 20 hours

• Normal daily usage: 24+ hours

• Charging Port: USB 3.0 Type C

• Input Power: 5V/2A or 5V/3A

• Sensors: SAR Sensor

• Ruggedized Capability: IP54 Water and Dust Resistant, drop 120cm

• Processor: MediatekDimensity900 2x Arm Cortex-A78 up to 2.4G

• Memory: 3 GB

• Storage: 8 GB

• Certifications: FCC, California Prop 65, CEC, DoE

• Working Temperature: 0 °C to 45 °C (32 °F to 115 °F)

• Storage Temperature: -10 °C to 60 °C (14 °F to 140 °F)

Product Specification
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